
Stylish and easy-to-use customer display with simple set-up

Enhance branding and highlight promotions with this stylish and easy-to-use 
customer display with simple set-up. The FD70 is ideal for supermarkets, 
pharmacies and specialty retail outlets. 

The FD70 can be paired with FISCAT fiscal printers and operates as a simple 
text only display or as an enhanced text and colour display for in-store 
advertising and promotions. 

The FD70 also supports new customers who are looking for a stylish, design-
led alternative to old-fashioned, traditional displays. Small and mid size 
businesses can take advantage of a true out-of-box display, simple tools to 
upload images, and a modern, full colour display that's easy to connect and is 
an ideal style match with the MAX80 Series.

Set-up is easy, thanks to a single USB connection for power and data.

KEY FEATURES

Support video display (by TF card)
7 inch full-colour screen
Images, QR codes and text can be 
displayed over multiple lines
Flexible orientation
Landscape or portrait for flexible 
screen layout options
USB bus powered (500mA)
Works with a wide range of FISCAT  
fiscal printers or POS systems
Complies with VESA standard 
Allows for versatile mounting options



Appendix

Product Specifications

∗1 The number of defective dots was calculated in units of sub pixel according to ISO9241-307 Class II standard.

∗2 The viewing angle is the angle where the contrast ratio exceeds 10:1. It is not the angle where gray scale inversion phenomenon 

does not occur.

∗3 Only character types that are installed on the product can be displayed.

Display size 7 inch (1024x600 pixels), Viewing area 154.21 x 85.92 mm

Display type TFT LCD (16.7 million colors)

Pixel pitch 0.1506 (horizontal) x 0.1432 (vertical) mm

The number of defective dots*1 5 dots or less

Brightness Approx. 500 cd/m2 (standard)  
(Peak brightness soon after purchasing, measured at 25 degrees C)

FFS mode

Character classes

Alphanumeric 95 character

International characters 18 sets

Graphic characters 128 characters x 39 pages

Japanese JIS X 0213-2004 11,208 characters

Special characters 845 characters

Simplified Chinese GB18030-2000 28,553 characters

Traditional Chinese Big5 13,502 characters

Korean KS C5601 8,224 characters

Character code Unicode*3 UTF-8

Numbers of characters 

displayed

Landscape 
(Standard mode)

Alphanumeric 44 columns x 13 rows (Max.)

Kanji 22 columns x 13 rows (Max.)

Landscape 
 (Fixed column and row 

mode)

Alphanumeric

20 columns x 2 rows, 32 columns x 2 rows, 

32 columns x 3 rows, 32 columns x 4 rows, 

42 columns x 8 rows

Kanji

10 columns x 2 rows, 16 columns x 2 rows, 

16 columns x 3 rows, 16 columns x 4 rows, 

21 columns x 8 rows

Portrait
Alphanumeric 22 columns x 19 rows (Max.)

Kanji 11 columns x 19 rows (Max.)

Image file format

JPEG

Standard Baseline JPEG

Pixel format 4:2:2 (horizontal), or 4:2:0

Size (width) Even-numbered pixels

PNG

Bit depth 8 bit

Color type True color, or true color + alpha channel

Interlace Not supported

Barcode 2D code (QR code)

Interface USB 2.0 High/Full speed

Power supply USB bus power (4.75 to 5.5 V DC)

Consumption current Operating: 0.5 A (max.)

VESA standard 75 x 75 mm (VESA75)

Dimensions
Landscape 190 x 107 x 195 mm (W x D x H)

Portrait 137 x 107 x 230 mm(W x D x H)

Mass Approx. 0.93 kg {2.05 lb}

Length of the USB cable Approx. 60 cm {23.6''}

Viewing direction

Video Support TF Card up to 32G


